
37

LED Function Color Description

OK
Module
Status

OFF No power or unprogrammed.
n Green Normal operation.

n Yellow Minor alarm.

n Red Major alarm.

QUAD 
1,2,3,4

Input Indicator

OFF Not enabled.
n Green Valid SDI detected.

n Yellow Enabled but no valid input.

n Red Unsupported input detected.

•  Select Pushbutton - Changes screen view. Pressing the button selects from Quad 
view, Full A, Full B, Full C, Full D then repeats 

•  Mon HD-BNC -  A copy of the main BNC and SFP  SDI output

•  RST Pushbutton - Pressing this button resets the DLC910. User selected parameters 
are restored to the last settings.

DLC910 Front Panel:

DLC910 FRONT PANEL LEDS

DigiLink DLC910 - Quad SD-HD-3G 
Multiviewer 

QUICK START GUIDES
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LED Function Color Description

OK
Module
Status

OFF No power or unprogrammed.
n Green Normal operation.

n Yellow Minor alarm.
 Yellow Flash Field upgrade in progress
n Red Major alarm.

IN Input Status

OFF Input is disabled.
n Green Input is enabled and valid video detected.

n Yellow Input is enabled but no input detected.

n Red Input is enabled but invalid format detected
OUT Output Status n Green Valid SDI output.

SFP A, 
SFP B TX

SFP Transmit
OFF No SFP installed.
n Green Normal operation.

n Red SFP TX fault.

SFP A, 
SFP B RX

SFP Receive

OFF No SFP installed.
n Green Link established. 
 Yellow Flash RX optical power high.
n Red Loss of signal.
 Red Flashing RX fault, or RX optical power low. Flash 2.5 Hz

Flashing green  |  Flashing yellow |  Flashing red

Install SFPs

DLC910 REAR PANEL LEDS
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